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Micro Data Centre 
Level E

Single-leaf doors front and rear 

� Cable duct as soft duct
(standard) 

� Cable duct in top or 
base element as hard duct/
usable fields: 2x 120 x 120 mm
(option)

1) When positioning the external 
part of the cooling unit on the door
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� Cable duct as cable box 
(option) 
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Micro Data Centre 
Level E
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Single-leaf door at the front/bifold door at the rear 

� Cable duct in top or 
base element as hard duct/
usable fields: 2x 120 x 120 mm
(option) 
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� Cable duct as soft duct
(standard) 

� Cable duct as cable box 
(option) 



IT infrastructure

dri1308093en.fm – 4-105 – 3 of 6 Technical details/IT infrastructure/06.2017

IT security solutions

22
10

/2
41

0

21
41

/2
34

1

1031

1100

920 9090

12
00

/1
40

0
54

5
59

0

23
35

/2
53

5

3

Micro Data Centre 
Level E
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Bifold doors front and rear 
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� Cable duct as soft duct
(standard) 

� Cable duct as cable box 
(option) 

� Cable duct in top or 
base element as hard duct/
usable fields: 2x 120 x 120 mm
(option) 



IT infrastructure

dri1308093en.fm – 4-105 – 4 of 6Technical details/IT infrastructure/06.2017

IT security solutions
22

05
/2

40
5

1115

20
00

/2
20

0

1060/1260

1380/1580

25
0 1

130

130
25

0 1

32
74

/3
47

4

13
80

/1
58

01
)

10
15

10
15

900

1355

100100

25
0

130

2

3

Micro Data Centre 
Level B 

Single-leaf doors front and rear 

� Cable duct

� Cable duct for internal depth 1060 mm

� Cable duct for internal depth 1260 mm 
(rotated through 90°)

1) Dimensions including locks 
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Micro Data Centre 
Level B
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Single-leaf door at the front/bifold door at the rear 

� Cable duct

� Cable duct for internal depth 
1060 mm

� Cable duct for internal depth 
1260 mm (rotated through 90°)

1) Dimensions including locks 
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Micro Data Centre 
Level B

20
00

/2
20

0

1060/1260

1380/1580

25
0 1

130

130

130
25

0 1

Bifold doors front and rear 

� Cable duct

� Cable duct for internal depth 
1060 mm

� Cable duct for internal depth 
1260 mm (rotated through 90°)

1) Dimensions including locks 


