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TS 8 baying systems 
Accessories – rail systems
Optimum space utilisation and super-fast 

Vertical outer mounting level
assembly by mounting the TS punched 
section with mounting flange directly onto 
the outer level of the TS 8 vertical section.  
Simply snap into position and secure!

Installation accessories
(Consecutive numbering in accordance with diagram  
on page 25)

� TS punched section with mounting flange  
17 x 73 mm for the outer level

� TS support strip for the outer level

� 
 
 
 

TS punched rail 18 x 38 mm1)  
for the  
◾ outer level  
◾ horizontal enclosure sections  
◾ adaptor rail for PS compatibility 

� TS punched section with mounting flange  
17 x 73 mm for the inner level

1) Two TS punched rails 18 x 38 mm are included in the supply  
of enclosures with a mounting plate to serve as an installation  
aid. After installing the mounting plate, the TS punched rail  
may be inserted, as shown here.
Separate utilisation of the inner level of the 

Vertical inner mounting level
27

TS 8 vertical section, irrespective of the 
outer level, creates additional opportunities. 
Even in one enclosure, all installation sys-
tems may complement one another per-

fectly for brand new, customer-specific solutions. Infinite 
possibilities! 
Simply snap into position, secure, and voila! Super-fast 
assembly by mounting the TS punched section with 
mounting flange directly onto the inner level of the TS 8 
vertical section.

Installation accessories
(Consecutive numbering in accordance with diagram  
on page 25)

� TS punched section with mounting flange  
17 x 73 mm for the outer level

� TS punched section with mounting flange 17 x 23 mm  
for the inner level

� TS support strip for the inner level

� PS punched section without mounting flange  
23 x 73 mm with PS support bracket
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TS 8 baying systems  
Accessories 

LED system light
◾ Innovative LED technology for even more light into the very 

last corner
◾ For direct, tool-free attachment to the horizontal and vertical 

TS 8 section
◾ Enormous luminous intensity up to 1,200 lumens
◾ Intelligent lighting, tailored to the geometry of the enclosure, 

thanks to a special optical cover with Fresnel structure
◾ Rotating connectors support installation in the most confined 

spaces
◾ Suitable for immediate, global use with wide-range voltage 

100 – 240 V (AC) and 24 V (DC)

LED system light

www.rittal.com/r?led08en


www.rittal.com/r?tsh-sockel-ts-en
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www.rittal.com/r?tsh-automation-en
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