Rittal – The System.
Faster – better – everywhere.

Hygienic Design production
data cabinet, modular
Hygienic Design

Material:
- Stainless steel 1.4301 (AISI 304)
- Enclosure: 1.5 mm
- Door: 2.0 mm
- Lock inserts: Stainless steel
- Seal: Silicone, compliant with FDA title 21 CFR 177.2600

Surface finish:
- Brushed, grain size 400, \( R_a < 0.8 \mu m \)
- Seal: Blue, dyed (RAL 5010)

Protection category IP to DIN 40 050-9:
- Enclosure top: IP 59K
- Enclosure bottom: IP 69K

Material:
- Stainless steel 1.4301 (AISI 304)
- Enclosure: 1.5 mm
- Door: 2.0 mm
- Lock inserts: Stainless steel
- Seal: Silicone, compliant with FDA title 21 CFR 177.2600

Surface finish:
- Brushed, grain size 400, \( R_a < 0.8 \mu m \)
- Seal: Blue, dyed (RAL 5010)

Protection category IP to DIN 40 050-9:
- Enclosure top: IP 59K
- Enclosure bottom: IP 69K

HD production data cabinet, modular

<table>
<thead>
<tr>
<th></th>
<th>P. of</th>
<th>Console</th>
<th>Pedestal</th>
</tr>
</thead>
<tbody>
<tr>
<td>Width (B) mm</td>
<td>810</td>
<td>810</td>
<td></td>
</tr>
<tr>
<td>Height (front) (H1) mm</td>
<td>692</td>
<td>863</td>
<td></td>
</tr>
<tr>
<td>Height (rear) (H2) mm</td>
<td>848</td>
<td>888</td>
<td></td>
</tr>
<tr>
<td>Depth (T) mm</td>
<td>266</td>
<td>406</td>
<td></td>
</tr>
<tr>
<td>Model No.</td>
<td>1 pc(s)</td>
<td>4000.062</td>
<td>4000.064</td>
</tr>
</tbody>
</table>

Accessories

<p>| | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>T handles with/without lock cylinder</td>
<td>On request</td>
<td></td>
</tr>
<tr>
<td>HD levelling feet</td>
<td>See Cat. 34, page 172</td>
<td></td>
</tr>
<tr>
<td>Other accessories</td>
<td>See page 3</td>
<td></td>
</tr>
</tbody>
</table>

Other optional modifications:
- Enclosure top: without viewing window, with mounting panel instead of mounting plate
- Enclosure top: with cut-out for touch panel instead of viewing window
- Enclosure bottom: without side rails, without component shelf, with mounting panel
- Both enclosures without drilled holes for connection components
Hygienic Design

Accessories

**HD connection components**
for console and pedestal

<table>
<thead>
<tr>
<th>Packs of</th>
<th>Model No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 set(s)</td>
<td>4000.066</td>
</tr>
</tbody>
</table>

**Material:**
- Stainless steel 1.4301 (AISI 304)

**Supply includes:**
- 2 reinforcement plates for enclosure, top
- 4 reinforcement plates for enclosure, bottom (2 for the roof, 2 for the attachment of levelling feet or supporting structure)
- 2 spacer supports with drilled hole diameter 40 mm for cable entry, height 50/45.8 mm
- Assembly parts and seals

**HD wall spacer bracket**

**Functional principle:**
- For mounting on the wall, either from the enclosure interior via a through-hole (max. M8) or from the rear via an integral M10 thread

<table>
<thead>
<tr>
<th>Wall distance mm</th>
<th>Packs of</th>
<th>Model No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>50</td>
<td>1 pc(s)</td>
<td>4000.100</td>
</tr>
</tbody>
</table>

**Material:**
- Stainless steel 1.4301 (AISI 304)

**Supply includes:**
- Assembly parts and seals

**HD supporting structure**
with levelling

**Material:**
- Stainless steel tube 1.4301 (AISI 304)

**Size:**
- Height: 300 mm

**Supply includes:**
- Assembly parts

**HD flap, side**
for label tray

**Material:**
- Stainless steel 1.4301 (AISI 304)

**Supply includes:**
- Hinges and cam lock

**Connector gland, small**

<table>
<thead>
<tr>
<th>To fit</th>
<th>Packs of</th>
<th>Model No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>2 cables Ø 6 – 8 mm</td>
<td>1 pc(s)</td>
<td>2400.300</td>
</tr>
<tr>
<td>3 cables Ø 4 – 6 mm</td>
<td>5 pc(s)</td>
<td>2400.500</td>
</tr>
</tbody>
</table>

**Material:**
- Plastic

**Colour:**
- RAL 9005

**Protection category IP to IEC 60 529:**
- IP 65 if installed correctly
Rittal – The System.

Faster – better – everywhere.

- Enclosures
- Power Distribution
- Climate Control
- IT Infrastructure
- Software & Services