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AX 2584.100 - Mastebeslag til AX, KX, AX plast, AX IT, CS
vaegkabinetter

Til palidelig og bekvem montage pa runde og rektangulaere master.

Funktioner
Best.nr. AX 2584.100
Produktbeskrivelse Til palidelig og bekvem montage pa runde og rektangulaere master.
Tekniske data Til mastdiameter: @ fra 40 til 1770 mm
Til maststgrrelse: [ fra 50 til 150 mm
Materiale Profilskinner, klemprofil: Stalplade
Spaendeband: Rustfrit stal 1.4301 (AISI 304)
Overflade Profilskinne, klemprofil: galvaniseret
Leveringsomfang 2 profilskinner, 600 mm lange
4 klemprofiler
2 spaendeband
4 spaendevinkler
4 gevindskaerende M10-skruer til montering pa skabet
Bemaerk Kun velegnet til kabinetter med en bredde pa op til 600 mm.
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Funktioner

Passer til

Typeklassificering iht. UL 50E

Pakkestgrrelse

Nettovaegt

Bruttovaegt

PCF per pack (cradle-to-gate)

Note on PCF category

Toldtarifnummer
EAN

E-Number Sweden
ETIM9

ETIM 8

ECLASS 8.0

Godkendelser.

Godkendelser.
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Bokstype: AX

KX

AX plast

AXIT
CS-vaegkabinetter

AX Outdoor-indkapsling
AE

KL

EB

Vaegskab AX, 3-delt

Type 1
Type 3R
Type 4
Type 12

2 stk.
1.88
1.96

7,3 kg CO2 eq (Cat B)

Category B: PCF value (cradle-to-gate) based on the product weight,
approximately calculated and self-declared

73182900

4028177940598

E3465274

EC002620

EC002620

27189234

UL+ C-UL-FTTA



