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VX 8619.430 - Kaapelien vedonpoistokiskot Kulmaprofiili
VX:lle, TS:lle, VX SE:lle, PC:lle, VX-jalustajarjestelmaan

Vedonpoistoon kaapelien lapiviennin yhteydessa. Syvyyssuunnassa saadettava asennus 25 mm
rasterijaolla vaakasuoraan kaappiprofiiliin tai jalustaan.
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VX 8619.430

Vedonpoistoon kaapelien |apiviennin yhteydessa. Syvyyssuunnassa
saadettava asennus 25 mm rasterijaolla vaakasuoraan
kaappiprofiiliin tai jalustaan.

Teras

Sinkitty

Sis. kiinnitystarvikkeet

In enclosure width 1000 mm, in the base

In enclosure width 1000 mm, in the base

In enclosure width 1000 mm, in conjunction with rail for interior
installation AX and base configuration rail for AX

In enclosure width 1000 mm

In base/plinth width/depth 1000 mm, in conjunction with holder/
spacer

In base/plinth width 1000 mm, in conjunction with one M8 nut

In base/plinth width 1000 mm

AX-jalustajarjestelma
Jalustajarjestelma VX
VX base/plinth system, stainless steel

Pituus: 954 mm
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Kaappityyppi: VX

VX SE

AX

CX one-piece console
Leveys: =1.000 mm

2 kpl

5

5.14

73269098
4028177921955
EC000322

27400604



