Rittal - The System.

Faster — better — everywhere.

SZ 2500.600
L7 T —RERT7 Y
1) —

State: 2026/03/16 (Source: rittal.com/jp-ja)

L) wemws D)oy o ) wewsmensysewcsms | p(0IATA [

FRIEDHELM LOH GROUP



https://www.rittal.com/jp-ja
https://www.rittal.com/jp-ja
https://www.rittal.com/jp-ja

SZ2500.600- I 77> T —RERT7 IS —
LED > X7 LBRERITA. 737 /YT vk

By —J I Z@RICIIT 3700V Ty b T35,

Features

RES
%
Cross-section, nominal

Tk

BT —TIL (BR) oy

Z mm?

AWG RLFEZ — T )L (BEAR) DizEf:
BT —TIL (BEHRR) Dk
BT —T I (BEHRR) Ok

© Rittal 2026

SZ 2500.600
Viaw b EE3
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0.25 - 1.5 mm?

AWG 16 - AWG 22
0.25 - 1 mm?
AWG 18 - AWG 22
100V~240V
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0.065 kg

0.08 kg
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Features

ECLASS 8.0 27440314

SmmanEA SZ Jack, for power supply and through-wiring, 3-pole, 100-240 V,

Connection accessories for self-assembly

Approvals

Approvals UR + C-UR (recognized)
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