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SK 3171.120 - dunbtp-rapmoluka for fan-and-filter units,
roof-mounted fans, cooling units and chillers

The high-quality pleated filter technology permits a significant increase in the volumetric air flow
compared to conventional chopped-fibre filter mats. Cooling unit performance is improved and
energy consumption is lower. The enhanced filtration properties also mean less dust in the
enclosure or unit, and the resulting longer maintenance intervals reduce service costs
significantly.

DyHKUUNK

ApT. N2 SK 3171.120

NcnonHeHne ANs GUNbTPYOLWMX BEHTUNATOPOB/BbIXOAHbBIX PUNLTPOB
Martepuan PET

LiBeT 6enblii

YkasaHue [laHHble MOLLHOCTM, CTEMEHU 3aLlUTbl U JOMYCKM rapaHTUpPYHOTCS

TOJIbKO B COYETAHUU C OPUTMHANbHbIMU GUNBTPYIOLWMMM
npoksnaakamu Rittal.

Moaxoaunt ansa apt. N2 3239.xxx

Pasmep WunpuHa: 167 Mm
BbicoTa: 167 MM
ny6uHa: 21 Mm

Knacc ¢punbtpa corn. DIN EN 779: G4
corn. DIN EN ISO 16890: ISO Coarse 70%

CteneHb 3awuTbl IP corn. M3K 60  IP 54 in fan-and-filter units/roof-mounted fans/outlet filters
529

YkasaHue K apT. N2 No suitable for use in EMC filter fans.
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DyHKUUNK

YnakoBka
Bec HeTTO
Gross weight
Kog THB3/
ETIM9

ETIM 8
ECLASS 8.0

OnucaHwne npoaykTa

OpobpeHuns

0po6peHusn

© Rittal 2026

S5wr.

0,2 kg
0,22 kg
56039390
EC002513
EC002513
27180706

SK Pleated filter IP54, for fan-and-filter units/outlet filters 3239.xxx,
WHD: 167x167%x21 mm

UR + C-UR (recognized)



