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VX 8617.501 - CoeguMHUTENbHbIN 6/10K, BHYTPEHHUI ANs

VX, VXIT

M6KOe pacnonoXeHNe U MOHTaX No NepuMeTpy MecTa CoeANHEHUS. BOKOBOWM MOHTaX
obecrneynBaeT eANHY0 MOHTaXHYO MOBEPXHOCTb C A BEPbIO.

DyHKLUK

Apt. N2

MpenmyLlecTBa

MaTtepunan

KomMnnekT nocTaBku

YKasaHue
Mopgxoaunt anda

Type rating corn. UL S0E

CrteneHb 3awmThbl IP corn. MOK 60
529

YnakoBka
Bec HeTTO
Gross weight
Kog THB3[,

ETIMO9

© Rittal 2026

VX 8617.501

BokoBoW MOHTaXx obecrneynBaeT eANHYI0 MOHTaXHYHO
MOBEPXHOCTb C NpoduiieM 1 NO3BONSAET U36eXaTb KONM3UI C
KOMIMOHEeHTamMu

MoHTUMpyeTCA Mo nepuMeTy B MecTe COeiMHEHUSA B IMHENKY

LInHkoBOE NnUTbe nof aaBneHNeEM

CoefuHUTENbBHbIN 6N0K, BHYTPEHHNI
YrnnoTHeHue O coegMHEHUS B JIMHENKY
Bkn. KpenexHblh MaTepuan

For baying enclosures with a width/depth > 800 mm, 2 packs are
required for installation

Tun kopnyca: VX
VXIT

Type 1
Type 3R
Type 4
Type 4X
Type 12

IP 55

6 Wwr.
0,822 kg
0,86 kg
76169990

EC002622



DyHKUUNK

ECLASS 8.0

OnucaHwne npoaykTa

OpobpeHuns

0po6peHusn
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27189263

VX coeguHUTENbHbIN 610K, BHYTPEHHWI

UL+ C-UL-FTTA



