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VX 8618.251 - KomdopTHas pydka VX gna VX, VX IT

Bnaropgaps cknagHoM KOHCTPYKLMKN pyyKa He TpebyeT 30HblI MOBOPOTA, MOSTOMY MOBEPXHOCTb
ABEPU MOXET 6bITb UCMONb30BaHa A/ yCTaHOBKM 060pyAoBaHuMsA. [TpoCTOM MOHTaXx
6narofaps 3alleNKUBatoLLEMYCS KPEMIEHUIO PYYKW.
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VX 8618.251
nog NpodunbHbIN NONYLMANHAP

Tak Kak ckiafiHasi pyyka He Tpe6yeT NpocTpaHCTBa A/ NOBOPOTa,
NMOBEPXHOCTb IBEPY MOXET 6bITb ONTUMANIbHO UCMONb30BaHa ANs
MOHTaXa 060pyA0BaHUSA

MpocToit MOHTaX 6narofaps 3allenkuBatoLLEMYCSt KPEMNEHUIO
PYYKHM

LinHkoBoOe NnUTbe Noj AaBneHnem
RAL 9005

NcnonHeHne 3amka: Prepared for the installation of profile semi-
cylinders with an overall length of 40 or 45 mm (to DIN 18 252) or
lock and push-button inserts with a length of 40 mm.
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