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VX 8660.032 - [MaHenun Lokons, 60KoBble A1 CUCTEMDbI
Lokonen VX, nuctoBasi ctanb

To finish off a base/plinth unit at the sides and for additional stability or interior configuration of
bayed base/plinths. One 200 mm high or two 100 mm high trim panels may optionally be fitted
on 200 mm high base/plinths.

DyHKUUNK
ApT. N© VX 8660.032
NcnonHeHune 3akpblTas
Martepuan JluctoBasa ctanb
LiBeT RAL 9005
KomMnnekT noctaBku Bkn. KpenexHbln MaTepuan
Pasmep Bbicota: 100 mm
Moaxoont pns Tun kopnyca: VX
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DyHKUMNK

Type rating corn. UL 50E

Bec

YnakoBka

Mopgxoant anda

Bec HeTTO

Gross weight

PCF per pack (cradle-to-gate)

Note on PCF category

Koa THBS/,
EAN

ETIM 9
ETIM 8

ECLASS 8.0

Opob6peHus

O6bACHEHUA
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Type 1
Type 12

1,51 kr

2 Wwr.

LNA cucTeMbl Lokonen VX, nuctoBas cTanb
1.16

1.572

5,8 kg CO2 eq (Cat B)

Category B: PCF value (cradle-to-gate) based on the product weight,
approximately calculated and self-declared

94039910
4028177978225
EC000721
EC000721

27182003

PCF-declaration



