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VX 8660.091 - [aHenu LoKoA, C BeHTURauunen ans
cuctembl Lokosienm VX, nmctosas ctasnb

For venting the enclosure via the base/plinth. With a 200 mm base/plinth height, one or two
vented trim panels may optionally be used. Thanks to the optional trim panel attachment, the
vented trim panels may also be fitted at the side of the base/plinth corner piece.

DyHKUUK

ApT. N@ VX 8660.091

WcnonHeHne C BEHTUNALMEN

Martepuan JluctoBas ctanb

LiBeT RAL 9005

KomnnekTt noctaBku Bkn. KpenexHbIn MaTepuan
Pasmep BbicoTa: 100 Mm

Moaxoant ans Tun kopniyca: VX
VXIT
VX SE
TX CableNet
TS
TSIT
TP
PC
Iw
CX
LWnpuHa/rnybuHa: 800 mm

Type rating corn. UL 50E Type 1
Type 12

Bec 1,93 kr

YnakoBka 2 W,

i aids ANa cucteMbl Lokonen VX, nuctoBas ctalb

Bec HeTTO 18

Gross weight 1928
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DyHKUMNK

Kog THB3/, 94039910

EAN 4028177982932
ETIMO EC000721

ETIM 8 EC000721
ECLASS 8.0 27182003
Opo6peHus

O6bACHEHUA PCF-declaration
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