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AX 2508.020 - Vaggfaste for AX stalplat, KX stalplat, AX

IT, EL

Optimal for bekvamt montage av vaggskap som kan utforas av en person dven i tranga

utrymmen.

Features

Art. nr.

Produktbeskrivning

Fordelar

Material

Leveransens omfattning

Véaggavstand

Passar for

Typklassning motsvarande UL 50E

Forpackningsenhet
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AX 2508.020

Optimal for bekvamt montage av vaggskap som kan utforas av en
person aven i tranga utrymmen.

Direkt skruvkoppling bakifran med en sjalvformande skruv i skapets
genomforing

Ihakning av vagghallaren kan enkelt ske pa en férmonterad skruv i
vaggen

Genom olika montagepositioner kan vaggfastet anpassas optimalt
till lokala forutsattningar

Som alternativ till sjalvgangande skruv kan hallaren aven fastas
med skruv och mutter fran insidan

Fastsattning kan daven ske med en mutter vid dynamisk anvandning

Stalplat, forzinkad

Vaggfaste
Tackkapor
Inkl. fastsattningsmaterial

20 mm

Skaptyp: AX stalplat
KX stalplat

AXIT

EL

Vaggskap AX, 3-delat

Typ 1
Type 3R
Type 4
Typ 12

4 st.



Features

Nettovikt
Bruttovikt
PCF per pack (cradle-to-gate)

Note on PCF category

Tullvarukod

EAN

E-Number Sweden
ETIM9

ETIM 8

ECLASS 8.0

Approvals

Approvals
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0.44
0.44
1,7 kg CO2 eq (Cat B)

Category B: PCF value (cradle-to-gate) based on the product weight,
approximately calculated and self-declared

83025000
4028177938281
E3465271
EC002625
EC002625

27189234

DNV-GL
UL+ C-UL-FTTA



